ZLED Conveyor Lighting

ZLEDLIGHTING.COM

Industrial Linear Lighting

GHLYV Linear Lighting delivers 170 Im/W
efficiency in 2 ft and 4 ft configurations,
with IK10.impact and 56 vibration resis-
tance. Multiple beam options provide
relioble. low-maintenance lighting for
conveyors, corridors, maintencnce areas
and heavy-duty industrial environments,

Distributor for:

GRINSAFE

Compliance Technical Data

UL 1598 Wet Locations
UL 1588A Marine Outside Type (Salt Water) Roted Power 300 S 40W / 45W 7 80W /BOW
UL 8730 LED Safety Input Valtoge 100-277, 347-480V AL

ABS, FCC Imput Frequency  S0/60Hz

IPE7 / IK10 / 5G f NEMA 4X Power Factor » 095

Driver Efficiency 2 30%
Surge Pratection 108V standard, 20V optional
Dimming 1-10VDC
DC output Ripple & Noise < 200mvVP-P

Features

® Clarmshell design easy access to drivers and multiple entries
standard for easy through wiring.

o Lowprfie 100 xure neight nly
L] Rugged die-cast aluminum housing Lumen Output S100Im ~ 13,800Im

® Curable baked epoxy/polyester powder coating Luminous Efficacy 170 I

® Heat, shock, impact and UV resistant polycarbonate lens Beam Angle 307 /B0 /90" /L0 /T2/TS/T4
® Universal voltage: AC100-277V / 347-480V. S0/80Hz Coler Terperature  Amber 27008 3000K 4000K S000K
® High efficacy up to 170 Im/W. output up to 34,000 Im CRI  Re70

® Multiple beam angles options for flexible light distribution
® Sclectable CCT: 3000K / 4000K / SO00K

. ron i
® Optional wildlife-friendly amber light Environmenta

® 10kV surge protection standard: 20kV aptional Amblent OperatingTemperature  -40°C ~ +70°C
® 1-10vVDC dim ming standard Ambient Qperating Humidity 10%~90% RH
® Optional self-testing emergency battery backup Atmospheric pressure  B6-108KFa

® |PE7. K10, 5G vibration and NEMA 4X rated

® Withstonds hose-directed water pressure up to 2,000 PSI

® 1,000-hour salt spray tested in accordance with ASTM B117-11
® S-year limited system warranty

® L70 » 150,000 hours at 25°C Mounting Options

Technical

Lens Material  Paolycarbonate

Fendant / Ceiling / Wall mount /
Stanchion f U-Bracket

Cable Entries 3/4° NPT, 1-1/4" NPT, 1-1/2° NPT
2ft 3.4kg (7.5 los)

Dimensions NetWeght  af siskg (1135 bs)
unit: rnniing
Emergency Options
5 Emergency Output  15W 22,4201
——— £ Ambient Operating Temperature 0'C = +30°C {(15W) @
S80mm (21 B5in) [P - -20'C ~ +50°C (o)

2ft, I0W 40w Ambient Operating Humidity 10%~90% RH

Atmospheric pressure g26-106KPo

m 0 The moximum temperoture amibient of GHLY=05, GHLY=10. GHLY-=14
W or 15W s 45°C

E.l?— ﬂ ]:lx:trrﬂuidiji!ml |
%“%ﬂ 4ft. 45w / BOW / BOW Downloadable IES Files
ERAE
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https://zledlighting.com/wp-content/uploads/2026/02/GHLV-20260228T142400Z-1-001.zip
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Ordering Information and Mounting Accessories

GHLV 05 u LH 10 NW TPL FD GR XX
! : ! ! :
Model Voltage Color Temp Mount Style Accessories
GHLYV U - 100-27 A WW - 2700 PD - Pendant mount EMB - Emergency Dotleny-bock up
N - 347-a800aC" [Wharrm white) (344" NPT} 5C2 - Swoinless steel
p S - 2000K FLM - Flush mount oty coble
r Rating ™ (Soft white) O5M - Cfset celling SPEOU - 20KV surge protectar
05 - 5100 M N HW - 40008 wall swivel brockat {100-277v)
(50M) LH - ULIS3E / LL1S9EA {Hiutral white) OSME - Offset caibng / SP20N - 20KV surge protector
07 - BS00 I CW - 5000K wel swivel brocketiends type) (2aA7-a80V)
A0 Optics » ) {Coat white) HM - Honging mount CAB - 3 SEDQOW-18/3 Cord
08 - 7ES0 Im a0 - 300 AM1 - Arriner 1EDDE PCM4B - Pole clomo 48mm CGL - Coble gbﬂd 34T NPT
(45w &0 - BO° AMZ - Arnioer 2200k for pole 0 1-7/8°
10 = 10,200 Im an - a0 A - Adpstoble OCT* PCMB0 - Pole clamp B0mm Color
(B0W) 110 - no* (3000K,A000K,/5000K) for pole B 2-3/8°
14 - L3800 Im T2-T2 W90 -Wwal Wtﬂﬁ: GR - Groy
(E0W) T3-T3 Lens #——— W25 - Wall rount 25
Td-T4 5804, - Stonchion-90°
TPL - Clear polycarbonate {1-144° MPT)
FPL - Frosted pobpcorbonote. S80R - Stanchion-90°
' Cinily avoibolbie for BOW or BOW (GHLY- or GHLV-14) {1-1/2* KET}

T 0CT odustable option is ony ovailoble with 110" beam anghe S2EA - Srapchian- S5t

{l-1/4° NPT}
5258 - Stonchion-25"
{l-1/2" KPT)

Mounting Options

FLM O5M wao was
Pendant mount Flush rmount Offset ceiling / wall Wall mount 90° Wl mount 25°
34" NPT Swivel Bracket 34" NPT 3/4" NPT
i. Ii PCM48 5804 - 5254
Pole clomp 48mm Stanchion mount 30° Stanchion mount 25°
R S for pole @ 1-7/8° 1-1/4"NPT 1-L/4'NPT
HM PCHB0
) 580B 5258
Hanging mount rl:'-*nle C:GSPE?;%T Stonchicn mount 90° Stanchion mount 25°
or pole 1-/2'NPT 1-1/2'NPT

Accessories

FLM 0OsM PCH48 Vs HM
@- Flush ceiling mount kit ’ Offset ceiling / wall ﬁ Pole clamp 48mm 1 pair e Hanging chain
1 pair swivel brocket for pole @ 1-7/8° v stoinkess stoel
1 pair PCMED 1 pair
Pole clamp B0mm 1 pair
for pole @ 2-3/8°
sc2 e oL SP10U sPa2ou
N Stainless steel i Cable gland \ 10KV Surge protector \ 20KV Surge protector
&7 sofaty cabl . 3/4* NPT {100-277V) *Standard (100-277V)
BE (3rnm)
SPI0N SP20N
10KV Surge protector 20KV Surge protector
Q caAB (347-480V) *Stondord (347-480V)
3 SEOOW-18/3 Cord
{Foctory installed)
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