Conveyor Lighting

ZLED P— CANNON™ GHRL

ZLEDLIGHTING.COM

Industrial Conveyor Lighting

GHRL Heavy-Duty Conveyor Lighting
delivers up to 170 Im/W with 80-200W
output, built for high-bay applications and
demanding mining environments. With IKOS
Impact resistance, SGvibration protection,
it provides reliable illumination for large
transfer stations and conveyors.

Distributor for:

GRINSAFE

Compliance Technical Data

UL 1598 Wet Locations Electrical

UL 1598A Marine Outside Type (Salt Water) Raoted Power  BOW /100w / 150W / 200W
UL 8750 LED Safety Input Voltage  100-277V, 347-4B0V/AC
ABS, FCC Input Frequency  SO/G0Hz

IPE7 / IKDD / S5G / NEMA 4X PowerFactor 085

Driver Efficiency t 30%
Surge Protection 10k standord, 20KV cptional
Features Dimming  1-10VEC
DC cutput Ripple & Noise < 200m\vP-P

® Rugged die-cast aluminum housing

® Durable baked epoxy/pelyester powder coating r. tical
® Single barrel nut and hinge design, one-hand operation i i

for quick ond easy installation Lumen Qutput 13.6004m ~ 32,0000m
® Standard terminal blocks for fast, religble wiring Luminous Efficacy 170 I W
® Universal valtage: AC 100-277V f 347-480V, S0/80Hz BeamAngle  T1/T3/L0°
® High efficacy up to 170 Im/W: cutput up to 34,000 Im Correlated Color Temperature  Amber 2700K 3000K 4000K 5000K
® T1/T3 /1107 beam options CRl Re?0

® Sclectable CCT: 3000K / 4000K / SO00K

& X4 s rotection stomdarcu 2ok
® 10KV surge protection standard: 20kV optional AL

# 1-10VDC dimming standard Ambient Operating Temperature  -40°C~+65'C (S0W /7 100W / 150W)
® Optional self-testing emergency battery backup -A0°C-+B0°C (200W)

® |PE7, IK0S, 5G vibration and NEMA 4X rated Ambient Operating Humidity  10%-20% RH

® Withstands hose-directed water pressure up to 2,000 PSI Atmospheric pressure BE-~106KPo

® 1,000-hour salt spray tested in accordance with ASTM B117-11

. e Lo rieligentiahing contol

® S-year limited system warranty .
® (70 150,000 hours at 25°C Lens Materiol ~ Glass /PC / Drop lens
Pendant / Celling / Wall mount /
Stanchion / U-Bracke!
Dimensions Coble Entries /4 NPT.1 NET. 1-1/4 NPT, 1-1/2 NOT
Net Weight  7.7kg (15.98 lbs)

Emergency Back-up (Optional)

Emergency Cutput  15W . :2.4200m
aw, :1.350Im {cold weather)

Maunting Options

unit: mnmmiling

Ambient Operating Temperature 0°C - +30°C (153W)
-20°C - +50°C (W)
Recharging time 24 hours

Battery Backup Runtime 2390 mins

& 3200 (2.6

Downloadable IES Files
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https://zledlighting.com/wp-content/uploads/2026/02/GHRL-20260228T134511Z-1-001.zip
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Ordering Information and Mounting Accessories

GRINSAFE

GHRL 26 U LH 110 NW TG PD1 GR XX
| | | | |
. L .
Model Vaoltage Color Temp Mount Style Accessories
GHRL U - 100-27RvA0C WW - ZT00K PDL - Pendart mount WGRL - Wire guard for flat gloss
N - 347-4800/AC [Wrm white) (34" MNPT) WGRE - wire guard for droo lens
5w - 3000 P2 - Pendant rmount 5C1 - Salety cabke
Power & [Soft white) 1" NPT} VRL2E - Dork shy bolt-on visor 257
14 - 13800 Im Rﬂting . W - 4000+ TB3 - Trunmion brocket VRLEO - Dark sky bit-on viser 90°
Eow) T '_ (Neutrel white) (Ha"NRT) SP2OU - 20K surge protector
17 - 17000 Im LH - 01588 /LL1S88A CW - S000K WO - Wal maunt 50° (H00-277V)
00w {Cool white) W25 - Wol mount 25 SPEON - 20KV surge protector
2B - 25500 Im Optics s AM1 - Arnier IE00K S804 - Stanchion-30" (347-480
(150W) n-n AME - Amiber 2200K (1-1/4" NPT PEC48B - Fipe domg (MB"48mm)
34 - 32000 Im 13-13 AJC - ﬂqu:.lmk cCT S00B - Storcion-20" for pole @ 1-778" (A8mm)
00N 10 - 1o (2000 000, S000K) 1-1/2" NPT} PECED - Fipe clomp MEB'&0mm)
) 5254 - Slanchion-g25° for pole D 2-3/8" (B0mm)
(1-1/4" NET) CAB -3 SEOOW-18/3 Cord
Lens - $258 - Stonchinn-25° OGL - Coile gland 3/4° NPT
TG - Cleor gloss (1-1/2" NPT} 2] = Pole Stonchion 2" (BDmim)
FG - Frosted ghoss FLM - Flush ceiling mount
DF G - Frostied glass drop lers
TAL - Clear patycarbonate Coler - -
. " - &, v 1 .
Mounting Options PP - Festedpolysarhonais” R - Gray
PD1 TE3 Wwao was
Perdarnt mount Trurnion brocket ' Wall mount S0° Woll rmount 25°
34" NPT 34" NPT 34" NPT 34" NPT
PD2
Perdant mount 1* NPT
5904 5254 FLM
f Stanchion mount 90°, Stanchion mount 257, Flush ceiling mount
1-1/4'WPT 1-1/4"NPT
S90B 5258
Stanchion mount 907, Stanchion mount 257,
1-I/2"NPT 1-L/2'NPT
Accessories
e
TB2 &ﬁ‘. FLM WGR1 WGR2
Q Trunnion Brocket %, Flush ceiling mount kit Balt-on wire guard Bolt-on wire guard
34T NPT § 1 pair for Flat Glass for Drop Lens
PEC4B PBCEBO VRL2S : VRLSO
Pipe clamp n ﬂ Pipe clamp Deark sky bolt-on visar ‘ Dark sky bolt-on visor
(ME"4Brmm) {ME"E0mm) 25 a0
for pole @ 1-7/8" for pole @ 2-3/8" (Spinning aluminium) {Spinning alurminium)
CalL CAB sC1 23
Cable glond 3 SECOW-18/3 Cord ; Stainless steel Pole Stanchon
34T NPT (Factory installed) 9 zafety cable 2-3/8" (E0mm)
. @8 {drmm)
20KV Surge Pratector
\ SP20U
20KV (100-277v)
SP20N
20KV (347-430V)
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