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Distributor for: GHW Wall-Pack Lighting delivers 185 Im/W

G R I S F E efficiency in o compact 20-30W design. with

IK10 impact and 56 vibration resistance.
Multiple beam options provide reliable,
low-maintenance lighting for conveyors,
corridors, maintenance areas and
heavy-duty industrial environments.

Compliance Technical Data

UL 1598 Wet Locations
UL 15984 Marine Dutside Type (Salt Water) Rated Power  20W ./ 30W

UL 8750 LED Sofety InputVoltage  100-277v/AC

ABS, FCC Imput Frequency S0/E0Hz

IPE7 / IK10 / 5G / NEMA 4% Power Factor > 095

Driver Efficiency r890%
DC output Ripple & Noise ¢ 200mVE-P

Features

® Clamshelldesign easy access to drivers and multiple entries
standard for easy through wiring. Lumen Output 3.3000m ¢ 4.950Im

® Low profile, 100mm fixture height only Lurninous Efficacy 165 Im/W

® Rugged die-cast aluminum housing Beam Angle 30°/60°/80° /10" /12, T3/ 74

® Durable baked epoxy/pelyester powder coating Correlated Color Temperature Amber 2700K 3000K 4000K SO00K

® Heat, shock, impact and UV resistant polycarbonate lens CRi Ra:70

® Universal voltage: AC100-277V. 50/60Hz

® High efficacy up to 165 Im/W

® Multiple beam angles options for flexible light distribution
® Selectable CCT: 3000K / 4000K / SO00K

® Opticnal wildlife-friendly amber light

Environmental
Ambient Operating Temperature -A0C~+85"C
Ambient Operating Humidity 10%~90% RH

® 10kV surge protection standard: 20kV opticnal Atmospheric pressure  85~106kPa
® 1-10vDC dim ming standard
® Withstands hose-directed water pressure up to 2,000 PSI Lens Material Palycarbonate
® 1.000-hour salt spray tested in occordonce with ASTM B117-11 Mounting Options Wiall mount / Celing mount
® S-year limited system warranty Cable Entry 3/4° NPT
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https://zledlighting.com/wp-content/uploads/2026/02/GHW-20260228T142518Z-1-001.zip
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Ordering Information and Mounting Accessories
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Maodel Voltage Color Temp Mount Style Accessories
GHW U= 100=-27 AT W - 27008 WE2S - Wall brocket 23° W53 - Diorie shy visor
viarm white) FLM - Flush mirn SC2 - Gafety coble
SW - 3000K O5M = Offset woll SP20U - 208V surge protector
Power @ Rating - {Saft white) Swivel bracke: {1D0-277v)
03 - 3300 m LH - ULIESE f ULISSEA MW - 000K PCM48 - Pole charng A8mmim CAB - 3 SEQOW-18/3 cord
(20W) (Meutral white) for pole @ 1-7/8° €6L - Cable gland 3/4° NPT
0B - 4950 Im W - SO00K PCMED - Pole clermp B0mm
(30W) Optics  » {Cosl white) for pole @ 2-3/8°
a0 - 30° AMI - Amber 100K
60 - BO° AM2 - Armiber 2200K
g0 - an’ AIC - Adpstable CCT Color & —
uo - 1o {3000K/4000K/S000K) R - Gray
T2-T2
T3-T3
Td-T4 Lens &

TPL - Cleor potyoorbonate
FPL - Frosted palycarbonate

Mounting Options
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FLM osM PCM48
Wall brocket 25° Flush mount Oifset ceiing / wall Fole clamp 48mim
Swivel Brocket for pole @ 1-7/8"
PCMED
Pale clamp §0mm
for pole @ 2-3/8°
Accessories
WB2s T AM OsM V53
3 Wall Brocket Flush Mount Kit 1 pair Offeet cailing / r Stoinless steel
Maurt Kit 1 pair wiall Siwived E’(ka diark sky visor
sC2 Cag PCM48 s CGL
- Stairdess stesl 3 SEOOW-18/3 Cord Pole clamp 4Bmm | poir e Coble Gland
& safety coble (Factory installed) for pole @ 1-7/8" 34 NPT
3m
26 (3mm) PCMEB0
Pole clamp B0mm 1 pair
for pole @ 2-3/8°
SPa0U
\ 20KV Surge Protector
{100-277)
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