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Compliance

UL 1598 Wet Locations
UL 15984 Marine Outside Type (Salt Water)

Conveyor Lighting
FLINT™ GHSM

Technical Data

LED Industrial Area Light

GHSM Conveyor Lighting combines 160
Im/W efficiency with ru.gged 56 vibration
and KOS impact resistance. Designed for
harsh, heavy-duty environments, it delivers
relioble illumination with low maintenance
for conveyor belts and industrial areas.
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Electrical

Rated Power 20w 40w [/ 80w
:;g?fgCLED safety Input Vaoltege 100-277, 347-480v/aC
' Input Frequency  50/60H:
| 1K MNEMA 4X
P&7 [ IKDD f 5G / NE ———— oos
Driver Efficiency :80%
DC output Ripple & Noise « 200mVP-P

Features

® Compact & Light Weight design of 5.2 Kg (11.5 Lbs.)

Optical

® Rugged die-cast aluminum housing Lumen Output  3200Im ~ SE00Im

® Durable baked epoxy/pelyester powder coating Luminous Efficacy 160 Im/W

® |mpact-resistant tempered glass lens Beam Angle 307 /807 /907 /10" /T2 /T3/T4
® Universal voltage: AC 100-277V / 347-480V, 50/60Hz Correloted Color Temperature  Amber 2700K 3000K 4000K SO00¥
® High efficacy up to 160 Irn/W CRI  Rm70

® Multiple beam angles for flexible light distribution
® Wildlife-friendly amber light option
® 10KV surge protection standard: 20kV optional

Environmental & Technical

® 1-10vVDC dimming standard Ambient Operating Temperature -4 C~+65"C
® Universal mounting accessories minimizes the SKUs and Ambient Opergting Humidity  10%-90% RH

raximizes the flexibility. Lens Material  Tempered glass
® |PE7 / IKO3 f SG / NEMA 4X rated Mounting Options l?‘endar?t { Ceiling / Wall meunt /
® Withstands up to 2.000 PSI hose-directed water Stanchion / U-Brocket
® 1.000-hour salt spray tested to ASTM B117-11 Cabling 1m lecds standard (L/N/G, Dime. Dim-)
® S-yeor limited system warranty Special request for various length
® 70 150.000 hours at 25°C Cable Entries 374" NPT, 1-1/4" NPT, 1-1/2° NET

MetWeight  S52%kg(l15bis)
Applications
Dimensions

° | Facility / M i - :

General Facility / Manufacturing it mmin)
® Conveyors
® Walkways / Stairwells —
® Stacker / Reclaimers 2
® Pedestrion Access Waoys ! I = [[l 5 "mml"
[ ] Carmpsite Area Ijghtil'g j I I I ] ﬁ I I ]—I I ! |‘ﬁ I 1

® General Area Lighting
® Mining Processing Plant
® Material Washing and Crushing
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https://zledlighting.com/wp-content/uploads/2026/02/GHSM-20260228T134357Z-1-001.zip

Z1LED

LIGHTING

ZLEDLIGHTING.COM

Ordering Information and Mounting Accessories

GRINSAFE
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GHSM 03 U LH 110 NW TG PD
Model Voltage Color Temp Mount Style
GHEM U -100-277 AL WW - 2700K PD - Pendant mount
N -347-4B0v/aC" (Warm white) (3547 NFT)
SN - 3000K TB2 - Trunnicn brocket
Power = Rr.‘.lting —_ (Soft white) (34" NPT
03 - 3200 Im LH - ULISEE / LLISSEL NW - 000K WBO - Wl mount 90°
(20w [Mawtral white) W2s - 'Wall mount 25°
06 - 6,400 Im CW - S000K S90A - Stonchicn=-20"
[A0W) N (Coal white) [1-1/4" NPT)
10 - 3600 Im qu AM] - Amber 1S00K S80B - Stonchion-230°
EOW) 0 AM2 - Armiber 220K (1-1/2"NPT)
805w S25A - Stanchion-25°
9;' BOD (1-1/4" NPT}
g - 1o £25B - Stanchion-25'
"-T2 Lens (1-1/2"NET)
T3-T3 TG - Clear giass €JB - Ceiing junction box
T4-T4 FG - Frosted gloss
' Only available for BOW Color @
GR - Groy
Mounting Options
PD TB2 Wa0
Pendant Mount Trurnion Brocket Wall mount 90°
34" NPT 3/ NPT 3/4" NPT
’ Sa04 525A CJB
Stanchion mount30" Stanchion rmourt 23° Junction Box
1-1/4"NET 1-1/4"NPT /NPT
Sa0B 5258
Stanchion mount S0°, Stanchion mount 25°
1-1/2'NPT 1-1/2"MPT
Accessories
B2 WGEs2 scz2
J Trunnion Bracket Stoinless steel Stoinless steel
3/4° NPT wire guard safety cable
@ & (3mm)
mm PEC4B PECED 20KV Surge Protector
Pipe Clomp mm Pipe Clomp spaoU
(ME"4B8rmimj {ME"B0mm)
for pole @ 1-7/8" for pole @ 2-3/87 20KV (100-277V)
SP20MN
20KV (347-480V)

PREAS)
P
BRI
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Accessories

WIBS2 - Wine guond

5C2 - Safely coble

WE2 - Dark sky visar

SP20U - 20KV surge protector
(100-277)

SP20N - 20KV surce pratector
[347-480W)

PBCAS - Fipe clomp (MB"48mm)
for pole @ 1-FE" (A8mm)

PECEO - Pipe charng (ME"G0mm)
for pole @ 2-3/8° (B0mm)

PS - Polestanchion 27 (G0mm)

Was
Wall mount 257
34" NPT

vs2
Stoinless steel
dark sky visor

=
Pole Stanchion
2-3/8" (B0rmrn)



