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Compliance

UL 1598 Wet Locations

UL 15884 Marine Qutside Type (Salt Water)
UL 8750 LED Safety

ABS, FCC

IPET /KO3 /56 f NEMA 4X

Features

® Rugged die-cast aluminum housing

® Durable boked epoxy/polyester powder coating

® |Impact-resistant termpered glass lens

® Hinged design for easier and safer installation

® Stondord terminal blocks for fost, relioble wiring

® Universal voltage: AC 100-277V / 347-480V, 50/60Hz
® High efficacy up to 170 Im/W: output up to 32.000 Im
® Multiple beam angles for flexible light distribution

® Selectable CCT: 3000K / 4000K / SO00K

® wildlife-friendly amber light option

® 10kV surge protection standard; 20kV optional

® 1-10VDC dimming standard

® Optional self-testing emergency battery backup

® P67 /K03 / 5G f NEMA 4X rated

® Withstands up te 2,000 PS| hose-directed water

® 1.000-hour solt spray tested to ASTM B117-11

® S-year limited system warranty

® L70 » 150,000 hours at 25°C
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Conveyor Lighting
SCOUT™ GHSL

Technical Data

LED Industrial Floodlight

GHSL BO-200W conveyor floodlight
delivers 160 Im/W for high mounting
heights and large transfer stations. With
56 vibration resistance and |K0OS
protection, it offers wide temperature
adaoptability and versotile beam options
for precise light distribution,

Electrical

Roted Power BOW / 100W / 150W / 200w
Input Voltage 100-277, 347-4BOVJAC

Input Frequency S0/60Hz
Power Foctor » 085

Driver Efficiency : Q0%

Surge Protection 10KV standard, 20kV optional

Bimming  1~10VDC
DC output Ripple & Noise « 200mP-p

Lumen Output 12800lm = 320000m
Lumincus Efficacy 180 - 170 Imy"W
Beam Angle 30 /el /80 /N0 T2/TE /T4
Correlated Color Temperature (CCT)  Amber 2700 30008 4000K S000K
CRI Rae70

Environmental & Technical

Arnbient Operating Ternperature -40°C~+65"C (B0W 100W 150W )
-40°C~-+60C (200W )
Armbient Operating Hurnidity 10%~90% RH
Lens Materiol  Tempered gloss
! ; Pendant / Ceifing / Wall mount /
Mounting Options Stanchion / U-B?ackel
Cable Entries 3747 MPT, 1-1/4° NET, 1-1/2° NPT
Met Weight 11.5kg (25.35 lbs )

Emergency Back-up (Optional)

Emergency Qutput

15W, :2,420im @
W, :L3S0Im (cold weather)

Ambient Operating Temperature

O°C ~ +30°C (15W)

-20°C ~ +30°C (W)
Recharging time 24 hours
Battery Backup Runtime B0 ming

[i] Emergency battery bockup: Availoble only for GHSL=13-U and GHSL-16-1)

* grinsafeinfo@zledlighting.com ¢ www.grinsafehazardous.com


https://zledlighting.com/wp-content/uploads/2026/02/GHSL-20260225T171439Z-1-001.zip
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Ordering Information and Mounting Accessories

GRINSAFE

GHSL 24 u LH 30 NW TG PD GR XX
| | l
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Model Voltage Coler Temp Mount Style Accessories
GHSL U - 100-27AC WW - 20K PD - Pendant rmaunt EMB - Emergency battery-back up
N - B47-AB0V/AC {WWarm whits) [3/4 NPT} WIGS1 - Wine guard
SW - 000K TE1 - Trurnion brocket 5C1 - Saoferycobie
Power = — (Solt white) (3/4" NPT} WSl - Dark sky visor
13 - 12 800 Im Ruting . NW - 20008 W80 - Wall mount 807 SPEOU - 20KV surge protector
(BOW) LH - ULIS28 7 15584 [MNeutral white) W25 - Wall mount 25" (M00-277V)
16— 16,000 In CW - S000K 5904 - Stanchon-20° SP2OM - 20KV surge protector
100w (Cool whits) (1-1/4" WPT} [347-4800)
24 - 24000 I Optics & AML- Amber 15008 908 - Stanchion-80° PBCAB - Pipe Clamg (M&"48rmer)
50w 30 - 30° AM2 - Amber 2200K (1-1/2" NFT) fior pole @ 178" {4Bmm)
32 - 32,000 Im 60 - E0° BIC - Acipsrable CCT S25A - Sionchion-25 PBCED - Pige Clamp (MBB0mem)
{200W) ag - o0° (000K AA000KS000K) (1-1/4" NPT} for pobe @ 2-3/8" (BOmm)
1o - ny 5288 - Stanchion-25° CaB 3 SEOOW-18/3 Cord
T2-T2 (1-1/2" NPTY Q6L - Cotle Eand 347 NPT
T3-T3 Lens &— I8 - Cefling Junction Box PS - Pole Stonchion 2-3/8° (B0mm)
T4 - T4 TG - Clear ghass
° FG - Fregted gloss Calor .
GR - Gy
Mounting Options
PD (Stondrod) TB1 Wa0 W25
Pendant mount Trunnion brocket Wall mount 90° Wall mount 25°
/4" NPT /4 NPT /4" NPT /4" NPT
5904 5254 cJe
Stonchion mount 30° Stanchion mount 257 Jurnction box
1-1/4"NPT 1-1/4°"NPT F/ANPT
5808 5258
Stanchion mount 207 Stanchion mount 25°
1-1L/2"MPT 1-1/2"NPT
Accessories
TBL WiGS1 s5€1 W51
J Trunnion Bracket Stainless steel Stainless steel e Stainless steel
4T NPT wire guard e i safety coble dark sky visor
' @8 (drmm)
PBC48 PBECE0 CAB CGL
mm Pipe Clomp (MB“48mm) m m Pipe Clormp (MB8*60mm) 3' SEQOW-18/3 Cord Coble Gland
for pole @ 1-7/8" for pole @ 2-3/8" (Foctory installed) 34" NPT
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20KV Surge Protector
SP20uU

20KV (100-277V)
SP20N

20KV (347-480V)
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Ps
Pole Stanchion
2-3/8" (B0mm)
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